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CAB LE  TERM INAT ION

Cord end terminals

Insulated bootlace ferrules for stranded conductors

Ferrules keep fine-stranded conductors neat and secure in terminals and screw clamps. Tin-plated copper

sleeves with a nylon collar and a flared entry for easy insertion.

Halogen-free nylon collar

Colour-coded by conductor size, French colour code.

Wide temperature range

Operating temperature -40°C to +105°C.

Rated to 600V

Tin-plated copper sleeve for good conductivity.

0.5mm² to 35mm² Flared entry Halogen free

Range

EW code Colour Conductor Overall length Pin length

107149 White 0.50mm² 14.0mm 8.0mm

100002 Blue 0.75mm² 14.0mm 8.0mm

107150 Red 1.0mm² 16.0mm 8.0mm

100045 Black 1.5mm² 14.0mm 8.0mm

100167 Grey 2.5mm² 15.0mm 8.0mm

100571 Orange 4.0mm² 16.0mm 9.0mm

100846 Green 6.0mm² 22.0mm 12.0mm

100063 Brown 10.0mm² 22.0mm 12.0mm

100062 Ivory 10.0mm² 22.0mm 12.0mm

100138 Ivory 16.0mm² 22.0mm 12.0mm

100217 Black 25.0mm² 28.0mm 16.0mm

100420 Red 35.0mm² 30.0mm 16.0mm

Order by 1pm for next-day UK delivery, or collect from Bristol or London. Quotes back within an hour. Trade only.

Bristol 0117 982 0005    London 020 7476 0001 ewgroup.co.uk


